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FORM A BOARD TO DESIRED DIMENSION /_ 200
APPROX. 15" X 18" X 0.5"

v

COAT PAINTING SUPPORT BOARD WITH |/ 205
COLOR SUCH AS GOLD OR SILVER

v

FORM GRID OF EQUALLY SPACED LINES on |/~ 210
SURFACE OF BOARD

v

DRILI FASTENER HOLES AT LOCATIONS I/_215
SPACED TO PLACE CLIPS FOR RETAINING
AN ARTIST PANEL ON THE BOARD

v

PLACE ONE INTERNALLY THREADED /— 220
RECEIVING FASTENER IN EACH HOLE IN
THE BOARD

v

FORM FOUR Z-SHAPED CLIPS FOR EACH 225
ARTIST PANEL SIZE TO BE MOUNTED ON |/
THE PAINTING SUPPORT BOARD EACH WITH
OPENING FOR RECEIVING FASTENER.

v

230
PLACE THREADED FASTENER THROUGH /_
OPENING IN EACH Z-SHAPED CLIP

v

PLACE EACH OF THE TREADED FASTENERS 235

IN 1 OF 4 OF THE THREADED FERRULES |/

FOR MOUNTING THE ARTIST PANEL TO THE
PAINTING SUPPORT BOARD

v

ADHERE HOOK AND LOOP STRIP NEAR |,/ 240
PERIPHERY OF BOARD

Fig. &5
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/_ 600
FORMING A BOTTOM SECTION OF POCHADE BOX

J/ , 605
CUTTING CHANNEL INTO EACH OF THE TWO SIDE
WALLS OF BOTITOM SECTION

v

610
CONNECTING 1°T BLOCK TO THE ONE SIDE WALL & /
2ND BIL.OCK TO 2¥° SIDE WALL

v

ATTACHING 1°T SHELF PANEL TO THE 157

BLOCK & 2N° SHELF PANDEL TO THE 2N° L/~ 615

BLOCK WITH HINGES FOR FOLDING OUT OF
THE BODY SECTION

v

CUTTING HOLES IN EITHER ONE OR BOTH |[f— 620
OF THE 157 § 2" SHELF PANELS

v

/— 625
FORMING A LID SECTION OF THE POCHADE BOX

v

630
FORMING A PAINTING SUPPORT BOARD /
ACCORDING TO FIG. 5

v

AFFIXING PAINTING SUPPORT BOARD TO/ 635
LID SECTION

v

CONNECTING THE LID SECTION WITH A |f— 640
HINGE TO THE BODY SECTION

J/ /— 645

ATTACHING A CARRYING HANDLE & A PAIR OF LOCK
RECEIVERS TO A FRONT WALL OF THE BODY SECTION

v

AFFIXING & AND ALIGNING LOCKING LATCHES TO /— 650
THE LID SECTION SUCH THAT THE LOCKING LATCHES
ARE ALIGNED WITH THE BODY LOCK RECEIVERS

Fig. 10
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PAINTING SUPPORT BOARD

This application claims priority under 35 U.S.C. §120 and
37 CFR §1.78 as a continuation-in-part to U.S. patent appli-
cation Ser. No. 13/956,682, filed Aug. 1, 2013, which in turn
claims priority under 35 U.S.C. §119 to U.S. Provisional
Patent Application Ser. No. 61/717,954, filed on Oct. 24,
2012, both of which are herein incorporated by reference in
their entirety.

TECHNICAL FIELD

This disclosure relates generally to a device for retaining a
painting or drawing canvas or panel used by an artist. More
particularly, the disclosure relates to a artist paint box or a
pochade box containing a device for securing a painting or
drawing canvas or panel and temporarily securing a mahl
stick to the device while allowing unlimited adjustment of the
mabhl stick.

BACKGROUND

Asisknown inthe art, “En plein air” is a French expression
that means “in the open air,” and is particularly used to
describe the act of painting outdoors. The “pochade box™ or
sketch box was developed for use by artist to carry their
supplies for painting and sketching in the “open air” using the
natural light. The “All In One Pochade Box” from Sienna
Plein Air, Craftech International Inc. Huntington Beach,
Calif. 92648, provides a pochade box designed to carry all the
essentials for a day of plein air painting. The pochade box has
three large storage compartments as well as a wet panel
storage compartment that allows you to carry two 9x12 or two
8x10 painting panels.

U.S. Pat. No. 7,694,806 (Huggins) describes an artist’s
paint box. The paint box has a combination hinged easel and
cover and storage compartment having a hinged cover. A
removable palette mates within the box and has opposing
cutouts substantially parallel to each other and another cutout
transverse to the opposing cutouts. The opposing cutouts and
the transverse cutout form a substantially U shape. A recessed
paint color mixing area is formed between and adjacent the
opposing cutouts and adjacent the transverse cutout. A
recessed paintbrush and tool holding area is adjacent the
transverse cutout and opposing the recessed paint color mix-
ing area. Paint wells are placed within the opposing cutouts
and the transverse cutout. Each of the paint wells has oppos-
ing side ridges resting on opposing edges adjacent each of the
opposing cutouts and other opposing edges adjacent the
transverse cutout.

Further, as is known in the art, a mahl stick is a stick or thin
pole about a meter in length (three feet) with a ball-shape pad
at one end, used as an aid in painting, particularly in oil
painting. A mahl stick is useful when painting detail or when
painting in a large area where the paint is still wet to avoid
touching the surface accidentally. The ball-end of the mahl
stick is rested on the edge of the canvas, on the easel, or even
on a spot of the painting that’s dry. The other end is held up
with the artist’s non-painting hand and the arm holding the
brush is placed on the stick while painting.

The artist paint box or the pochade box of the prior forces
the artist to handle wet canvases as they are placed in the box
for transport, thus allowing the wet painting to accidentally be
touched when being moved. Further the pochade box or a
paint box does not provide aregion for steadying a mahl stick.
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2
SUMMARY

An object of this disclosure is to provide a support device
for holding artist canvases and panels on which an artist may
work.

Another object ofthis disclosure is to provide an artist paint
box or a pochade box with a support device for holding artist
canvases and panels and allowing transport of the panels
without touching wet paints or other drawing media within
the artist paint box or the pochade box.

Another object ofthis disclosure is to provide an artist paint
box or a pochade box containing a support device for holding
artist canvases and panels that includes a mahl stick secured to
the support device to provide infinite adjustment of the mahl
stick.

Another object ofthis disclosure is to provide an artist paint
box or a pochade box containing a support device a grid
structure on the support device for furnishing a reference for
the artist in drawing horizontal and vertical lines.

In order to accomplish at least one of these objects, a
pochade box is configured for retaining artist’s tools and
supplies and further configured for supporting artist’s can-
vases or panels to allow ease of work and transportation of the
canvases or panels. The pochade box has a body section
configured for providing storage of the artist’s tools and sup-
plies. Alid section is connected to the body section by a hinge.
A painting support board that is formed of a rectangular
panel. The painting support board has any desired dimensions
that can accommodate artist’s panels having differing dimen-
sions. In some embodiments, the panel is approximately 15"x
18"%x0.5". The panel is formed of a material such as cellulose
based fiber wallboard, plywood, an engineered wood product
constructed of wood fibers assembled with adhesives, fiber-
glass panels, high density plastic laminated panels (i.e. high
density polyethylene), or any other suitable rigid panel mate-
rial. In various embodiments, the panel is coated with a col-
ored material such as a paint having a color such that the panel
will mimic the structure of a frame in which the painting may
be mounted. The color may be shiny gold or silver. Equally
spaced lines are scribed on the colored panel to form a grid to
allow the artist to more accurately paint straight lines.

The panel has multiple holes placed at various locations on
the surface of the panel to accommodate artist’s panel secur-
ing clip fasteners to the painting support board. One receiving
fastener of a group of receiving fasteners is placed in each
hole to accept a panel securing clip fastener to secure an
artist’s panel to the painting support board. In various
embodiments the receiving fastener is internally threaded to
accept a threaded fastener for securing the panel securing clip
fastener to the painting support board. In some embodiments,
the receiving fastener is externally threaded for securing the
threaded receiving fastener to the painting support board. In
other embodiments the threaded receiving fastener is press fit
into the painting support board for securing the threaded
receiving fastener using friction of the interface between the
threaded receiving fastener and the painting support board.

In various embodiments, the panel securing clip has a
Z-shaped holding element, formed with a first leg, a second
leg, and a connecting member joining the first and second
legs. The first leg of the Z-shaped holding element has a hole
placed for retaining an attaching fastener that is inserted in the
receiving fastener in the fastener holes. The second leg of the
Z-shaped holding element of the panel securing clip has small
extended member perpendicular to the second leg to apply a
minimal surface are to the painting canvas or panel while
securing the painting canvas or panel to the painting support
board.
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The attaching fastener that is secured to the panel securing
clip is, in various embodiments, a threaded fastener such as a
screw or bolt. In other embodiments, the attaching fastener is
a cam lock fastener mating with a locking structure in the
receiving fastener in the holes. Any type of locking or secur-
ing fastener suitable providing sufficient pressure to the panel
securing clip to hold the artist’s panel are in keeping with the
intent of'this disclosure. The length of the connecting member
is sufficiently long for securing an artist’s panel such as a
stretched canvas panel or sufficiently short to secure wooden
or other thin artist’s panels. In various implementations of the
current disclosure, the painting support board may be sup-
plied with the multiple types of the panel securing clips, with
various lengths of the connecting member for use with vari-
ous thicknesses of the artist’s panels.

In various embodiments of the painting support board, a
loop strip of a hook and loop fastener system is placed near
the periphery of the painting support board for temporarily
attaching a mahl stick to the painting support board for aiding
in detail or painting in a large area of the artist’s panel when
the paint is still wet for avoiding touching the surface acci-
dentally. An associated mahl stick is provided with a hook pad
of'the hook and loop fastener system placed at one end of the
mahl stick. This permits, the mahl stick to be temporarily
secured to the painting support board at any position with the
loop strip of the hook and loop fastener system so that the
artist may support his hand during painting.

The body section has a first shelf panel is attached to a first
block attached attached by a hinge to a first sidewall of the
body section such that it may be folded out of the body
section. Similarly, the body section includes a second shelf
panel is attached to a second block wherein the second block
that is attached to a second sidewall of the body section with
a hinge such that it may be folded out of the body section. The
first and second shelf panels have holes formed in their sur-
face configured for holding painting tools and when folded
into the body section rest on a block fastened to the body
section.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG.1isan illustration of the painting support board of this
disclosure as secured to an easel.

FIG. 2a is an illustration of the painting support board of
this disclosure illustrating the panel securing clips embody-
ing the principals of the present disclosure.

FIG. 25 is an illustration of the painting support board of
this disclosure illustrating an attached fastener placed in an
externally threaded receiving fastener placed in the fastener
holes embodying the principals of the present disclosure.

FIG. 2c¢ is an illustration of the painting support board of
this disclosure illustrating an attached fastener placed in a
press-fit receiving fastener placed in the fastener holes
embodying the principals of the present disclosure.

FIG. 3 is an illustration of an exploded view of the painting
support board illustrating the mounting of an artist’s panel of
this disclosure.

FIG. 4 is a drawing of the painting support board of this
disclosure illustrating the use of a mahl stick secured to the
painting support board.

FIG. 5 is a flowchart illustrating a method for forming a
painting support board.

FIG. 6 is an illustration of artist canvas or panel support
system of this disclosure illustrating the use of a mahl stick
secured to the painting support board.
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FIG. 7 is an illustration of a plein air pochade box including
a painting support board embodying the principles of this
disclosure.

FIG. 8 is an illustration of a completely opened plein air
pochade box including a painting support board embodying
the principles of this disclosure.

FIG. 9 is an illustration of a completely opened plein air
pochade box including a painting support board supported by
tripod embodying the principles of this disclosure.

FIG. 10 is a flowchart illustrating a method for forming
plein air pochade box including a painting support board
embodying the principles of this disclosure.

DETAILED DESCRIPTION

FIG. 1 is an illustration of the painting support board 15 of
this disclosure as secured to an easel 10. FIG. 24 is an illus-
tration of the painting support board 15 of this disclosure
illustrating the panel securing clips 40 embodying the prin-
cipals of the present disclosure. FIG. 3 is an illustration of an
exploded view of the painting support board 15 illustrating
the mounting of an artist’s panel or canvas 20 of this disclo-
sure. FIG. 4 is a drawing of the painting support board 15 of
this disclosure illustrating the use of a mahl stick 25 secured
to the painting support board 15. Referring to FIGS. 1-4, the
painting support board 15 is a board 17 for holding artist’s
panels or canvases 20 that are smaller than the painting sup-
port board 15. The painting support board 15 then easily sits
on the easel 10 or any other platform or simply on the artist’s
55 lap. The painting support board 15 isolates the painting
canvas or panel 20 from its potentially distracting surround-
ings. The support board 15 is colored such that the area of the
painting support board 15 surrounding the artist’s panel or
canvas 20 mimics the frame in which the finished painting
will sit. There is a reference line grid 35 scribed onto the
painting support board 15 used to more accurately draw and
observe straight lines. There is a continuous loop strip 45 of a
hook and loop system on all four sides of the painting support
board 15.

A hand held mahl stick 25 with hook patch 50 of the hook
and loop system placed on a tip of the mahl stick 25 that
allows the artist 55 to attach the mahl stick 25 anywhere on the
painting support board 15 to the continuous loop strip 45 to
steady and support the hand while painting. The hook and
loop system for the mahl stick 25 allows infinite adjustment of
the mahl stick 25 relative to the canvas or panel 20 while
painting. The mahl stick 25 and the painting support board’s
grid 35 also assists in painting straight lines and the edges of
perpendicular and other straight edged objects within the
canvas or panel 20 while painting.

Fastener holes 41a and 415 are placed at fixed locations on
the support board 15 such that the locations of the fastener
holes allow attaching several different sizes of the paint can-
vases and panels 20. The painting support board 15 also
serves as a convenient and tidy way to transport the paint
canvases and panels 15 if used outside or within the studio.
The wet paint edges of the canvas or panel 20 will not touch
the hands or the area in which it is placed while still attached
to the painting support board 15.

The painting support board 15 is a panel or board 17 con-
structed of cellulose based fiber wallboard, plywood, an engi-
neered wood product constructed of wood fibers assembled
with adhesives, fiberglass panels, high density plastic lami-
nated panels (i.e. high density polyethylene), or any other
suitable rigid panel material. The board 17 is cut to any
convenient size but in various embodiments, the board 17 is
approximately V2 inch thick by 15 inches high by 18 inches
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long. The cellulose based fiber wallboard is a material such as
the product manufactured by Homasote Company of West
Trenton, N.J. 08628. The painting support board 15 may be
any color but preferably shiny gold or silver to mimic the
color of a potential frame for a painting or other artistic work
placed on the canvas or panel 20. There are reference grid
lines 35 of any spacing increment scribed on the painting
support board 15. In various embodiments, the reference grid
lines 35 have a spacing of one inch increments forming a
square line grid over the whole surface of the painting support
board 15.

Drilled fastener holes 41a and 415 for accepting receiving
fasteners 44 are place in specified fixed locations in the sur-
face of the painting support board 15 such that two panel
securing clips 40 are placed at a first side (i.e. top) and two
panel securing clips 40 are placed at a second side (i.e. bot-
tom) of the painting support board 15. In various embodi-
ments, one hole 41a and 415 is 1% inches from the bottom
and 4 inches from the left side of the board 17. A second hole
41a and 415 is 3% inches from the bottom and 5 inches from
the left side of the board 17. A third hole is 17/ inch from the
top and 4 inches from the left side of the board 17. A fourth
hole is 2% inches from the top and 5 inches from the left side
of'the board 17. A fifth hole is 1% inches from the top and 4%
inches from the right. A sixth hole is 2% inches from the top
and 5% inches from the right side of the board 17. A seventh
hole is 3% inches from the bottom and 4% inches from the
right side of the board 17. An eighth hole is 1% inches from
the bottom and 41/ inches from the right side of the board 17.
The locations of the fastener holes 41a and 415 are placed in
the painting support board 15 to ensure that a minimum
amount of the painting canvas or panel 20 is contacted to
secure the painting canvas or panel 20 to the painting support
board 15.

FIG. 2b is an illustration of the painting support board 15
illustrating an attached fastener 42 placed in an externally
threaded receiving fastener 44a placed in the fastener holes
41a and 415 embodying the principals of the present disclo-
sure. FIG. 2¢is anillustration of the painting support board 15
illustrating an attached fastener 42 placed in a press-fit receiv-
ing fastener 44c¢ placed in the fastener holes 41a and 415
embodying the principals of the present disclosure. Referring
to FIG. 2a, once the fastener holes 41a and 415 are placed in
the painting support board 15, one receiving fastener 44 is
placed in each of the fastener holes 414 and 415 and secured
to retain the painting canvas or panel to the support board 15.
The receiving fastener 44 of FIG. 2a may be an externally
threaded receiving fastener 44a as shown in FIG. 24. The
externally threaded receiving fastener 44a is threaded into the
fastener holes 41a and 415 and the attached fastener 42 is
place in the opening of the externally threaded receiving
fastener 444 to mate with the internal threads. Alternately, the
receiving fastener 44 of FIG. 2a may be a press-fit receiving
fastener 446 as shown in FIG. 2¢. The press-fit receiving
fastener 445 is forcefully placed into the fastener holes 41a
and 415 such that the curved hooks 46 lock firmly into the
sidewalls of the fastener holes 41a and 415 to secure the
receiving press-fit receiving fastener 44b. A panel securing
clip 40 with an attached fastener 42 is placed in each of the
receiving fasteners 44 placed in the fastener holes 41a and
415 and secured to retain the painting canvas or panel to the
support board. The fastener holes 41a are arranged for secur-
ing a canvas or panel 20 of a first set of dimensions and the
fastener holes 415 are arranged for securing a canvas or panel
20 of a second set of dimensions.

The panel securing clip 40 has a Z-shaped holding element,
with one leg of the Z-shaped holding element having a hole
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placed for retaining the attached fastener 42 that is inserted in
the receiving fastener 44. The securing leg of the Z-shaped
holding element of the panel securing clip 40 has a small
extended member 43 perpendicular to the securing leg to
apply a minimal surface area to the painting canvas or panel
15.

The attached fastener 42 attached to the panel securing clip
40 is, in various embodiments, a threaded fastener such as a
screws or bolt. In other embodiments, the fastener is a cam
lock fastener mating with a locking structure in the receiving
fastener 44 in one the holes 41a and 415. Any type of locking
or securing fastener suitable providing sufficient pressure to
the panel securing clip 40 to hold the painting canvas or panel
15 are in keeping with the intent of this disclosure.

The length of the attached fasteners 42 connected to the
panel securing clips 40 are such that they allow the painting
canvas or panel 20 to be mounted to the painting support
board 15 and mate with the receiving fasteners 44 to secure
the painting canvas or panel 20. In various embodiments, the
attached fasteners connected to the panel securing clips 40 are
approximately 1 inch long and approximately %% inch in
diameter. The receiving fasteners 44 in the fastener holes have
a length sufficient for securing to the support board 17.

The securing leg of the Z-shaped holding element of the
panel securing clip 40 are of various lengths, for example
Vae", 1&", Va", 34", <147, 34" and 1 inch increments for securing
the painting canvas or panel 20 to the support board 15. The
painting canvas or panel 20 may be of any dimension, how-
ever the locations of the fastener holes 41a and 415 are placed
such that standard dimensions of canvas panels 20 are used
with one of the panel securing clips 40 with an appropriate
length of the securing leg of the panel securing clip 40.

Loop strips 45 of the hook and loop system are attached to
the board 17 preferably as a continuous %% inch strip indented
V4 inch from the edge along all four sides of the support board
15. The loop strips 45 provide an attachment area to hold the
mahl stick 25 during painting. The loop strips 45 are adhered
to the support board 17 such that they are replaceable when
the loop strips 45 have lost their adhesion properties during
use.

The accompanying mahl stick 25 has a hook patches 50
adhered to the mahl stick 25. The mahl stick 25 may be of any
suitable dimension or material (wood being preferable). The
preferable dimensions are approximately 1 inch square and
18 inches long with a 1 inch by 1 inch hook strip 50 on all four
sides of one end and covering the end tip of the mahl stick 25.

FIG. 5 is a flowchart illustrating a method for forming a
painting support board 15. Referring to FIGS. 2, 3, and 5, a
rigid board 17 is formed (Box 200) to any desired dimensions.
In various embodiments, the board 17 is formed (Box 200) to
approximately 15"x18"x0.5". The board 17 is coated (Box
205) with a colored material such as a paint having a color
such that the board 17 will mimic the structure of a frame in
which the painting may be mounted. The colored material is
commonly a shiny gold or silver material.

Reference grid lines 35 of any equal spacing increment are
formed (Box 210) on the board 17. In various embodiments,
the reference grid lines 35 have a spacing of one inch incre-
ments forming a square line grid over the whole surface of the
board 17.

Fastener holes 41a and 415 are drilled (Box 215) in the
surface of the board 17 at locations to place panel securing
clips 40 at a first side (i.e. top) and two at a second side (i.e.
bottom) of the board 17. In various embodiments, one hole
41a and 415 is 1% inches from the bottom and 4 inches from
the left side of the board 17. A second hole 41a and 415 is 3%
inches from the bottom and 5 inches from the left side of the
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board 17. A third hole is 1% inch from the top and 4 inches
from the left side of the board 17. A fourth hole is 2% inches
from the top and 5 inches from the left side for locating a first
artist’s canvas or panel 20. A fifth hole is 1% inches from the
top and 4% inches from the right. A sixth hole is 2% inches
from the top and 5% inches from the right side of the board 17.
A seventh hole is 3% inches from the bottom and 4% inches
from the right side of the board 17. An eighth hole is 1%
inches from the bottom and 4% inches from the right side for
locating a second sized artist’s canvas or panel 20. The loca-
tions of the fastener holes 41a and 415 are placed in the
painting support board 15 to ensure that a minimum amount
of the painting canvas or panel 20 is contacted to secure the
painting canvas or panel 20 to the painting support board 15.

Once the fastener holes 41a and 415 are placed in the
painting support board 15, one threaded receiving fastener 44
is placed (Box 220) in each of the fastener holes 41a and 415.

The panel securing clip 40 is formed (Box 225) with a
Z-shaped holding element. One leg of the Z-shaped holding
element is drilled to have a hole placed for accepting and
retaining (Box 230) the attached fastener 42. The attached
fastener 42 is inserted (Box 235) in the receiving fastener 44
in one of the fastener holes 41a and 415. The securing leg of
the Z-shaped holding element of the panel securing clip 40
has small extended member 43 perpendicular to the securing
leg to apply a minimal surface area to the painting canvas or
panel 15.

Loop strips 45 of a hook and loop system are attached (Box
240) to the board 17 preferably as a continuous % inch strip
indented % inch from the edge along all four sides of the
support board 15. The loop strips 45 provide an attachment
areato hold amahl stick 25 during painting. The loop strips 45
are adhered to the support board 17 such that they are replace-
able when the loop strips 45 have lost their adhesion proper-
ties during use.

An accompanying mahl stick 25 is provided with a hook
patches 50 adhered to the mahl stick 25. The mahl stick 25
formed to any suitable dimension or material (wood being
preferable). The preferable dimensions are approximately 1
inch square and 18 inches long with a 1 inch by 1 inch hook
strip 50 on all four sides of one end and covering the end tip
of the mahl stick 25.

FIG. 6 is an illustration of the painting support board 315 of
this disclosure illustrating the use of a mahl stick 325 secured
to the painting support board 315 of this disclosure. As
described above for FIGS. 1-6, the support board 315 is
colored such that the area of the support board 315 surround-
ing the panel 20 mimics the frame in which the finished
painting will sit. There is a reference line grid 335 scribed
onto the painting support board 315 used to more accurately
draw and observe straight lines. There is a continuous loop
strip 345 of a hook and loop system on all four sides of the
painting support board 315.

A hand held mahl stick 325 with two hook patches 350a
and 3506 of the hook and loop system are placed on each end
tip of the mahl stick 325 that allows the artist 55 of FIG. 1 to
attach the mahl stick 325 anywhere on the support board 315
to the continuous loop strip 345 to steady and support the
hand while painting. The hook and loop system for the mahl
stick 325 allows infinite adjustment of the mahl stick 25
relative to the canvas or panel held fast to the painting support
board 315 while painting. The mahl stick 325 and the support
board’s grid 335 also assists in painting straight lines and the
edges of perpendicular and other straight edged objects
within the canvas or panel 20 while painting.

The painting support board 315 is a panel or board 317
constructed of cellulose based fiber wallboard, plywood, an
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engineered wood product constructed of wood fibers
assembled with adhesives, fiberglass panels, high density
plastic laminated panels (i.e. high density polyethylene), or
any other suitable rigid panel material. The board 37 is cut to
any convenient size but in various embodiments, the board
317 is from approximately Y4inch to approximately % inch
thick by approximately 23 inches wide by approximately 26
inches long. The cellulose based fiber wallboard is a material
such as the product manufactured by Homasote Company of
West Trenton, N.J. 08628. The painting support board 315
may be any color but preferably shiny gold or silver to mimic
the color of a potential frame for a painting or other artistic
work placed on a panel. Alternately, the structure of the
embodiment of FIG. 6 is suitable for holding a pad of artist or
drawing paper that is secured to the painting support board
315 with a spring clamping device or binder clip (not shown)
such as illustrated in U.S. Pat. No. 1,139,627 (Baltzley). The
spring clamping device is not permanently attached to the
painting support board 315 in various embodiments. In other
embodiments, one skilled in the art would understand that a
spring clamping device could be envisioned that would be
attached to the painting support board 315 having a structure
similar to that of the panel securing clip 40 of FIG. 2.

There are reference grid lines 335 of any spacing increment
scribed on the painting support board 315. In various embodi-
ments, the reference grid lines 335 have a spacing of one inch
increments forming a square line grid over the whole surface
of the painting support board 315.

Loop strips 345 of the hook and loop system are attached to
the board 317 preferably as a continuous Y2 inch strip
indented %2 inch from the edge along all four sides of the
painting support board 315. The loop strips 345 provide an
attachment area to hold the mahl stick 325 during painting
when the hook pads 350a or 3505 contact a loop strip of the
loop strips 345. The loop strips 345 are adhered to the support
board 17 such that they are replaceable when the loop strips
45 have lost their adhesive properties during use.

The accompanying mahl stick 325 has hook patches 350a
and 3505 adhered to the ends of the mahl stick 325. The mahl
stick 325 may be of any suitable dimension or material (wood
being preferable). The preferable dimensions are approxi-
mately 1 inch square and 18 inches long with a 1 inch by 1
inch hook strip 350a and 3505 on all four sides of each end
and covering the end tip of the mahl stick 325.

An opening 360 is formed in the board of the 317 to allow
a person to carry the painting support board 315. In some
embodiments, the opening 360 has dimensions of approxi-
mately 1.5 inches wide by 4 inches long. In other embodi-
ments, a separate handle is attached to the rear surface of the
painting support board 315.

FIG. 7 is an illustration of a plein air pochade box 400
including a painting support board 420. FIG. 8 is an illustra-
tion of a completely opened plein air pochade box 400 includ-
ing a painting support board 420. FIG. 9 is an illustration of a
completely opened plein air pochade box 400 including a
painting support board 420 supported by tripod 500. Pochade
is a French word meaning a small painted sketch that is
derived from a 19th Century French verb, pocher, meaning to
sketch. Thus, as is known in the art, a pochade box is a
portable painting box with a built in easel, meant to facilitate
the creation of small paintings or sketches. The pochade box
should not be confused with a simple painting box, which
holds painting supplies and a wooden palette, but has no
provision for acting as an easel.

Referring to FIGS. 7, 8, and 9, a pochade box 400 embody-
ing the principles of this disclosure is rectangular in shape and
includes a lid section 455 connected with a hinge 490 to a
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body section 450. A carrying handle 470 and a pair of lock
receivers 475 are attached to a front wall 457 of the body
section 450. The body section 450 has a two side walls 451
and 453. A channel is cut into each of the two side walls 451
and 453. A block 452 is connected by hinges 485 to the side
wall 451 and a block 454 is connected by hinges (not shown)
to the side wall 453. A shelf panel 460 is attached to the block
454 such that it may be folded out of the body section 450
(FIGS. 8 and 9). Similarly, a shelf' panel 465 is attached to the
block 452 such that it may be folded outward from the body
section 450 (FIGS. 8 and 9). The shelf panel 460 is shown
having holes 461, 462, and 463 made in its surface. The holes
461, 462, and 463 are used for holding painting tools such as
brushes, palette knives, etc. Either one or both of the shelf
panels 460 and 465 may have the holes 461,462, and 463. The
two shelf panels 460 and 465 when folded into the body
section 450 rest on a block 495. The block 495 fastened to the
bottom panel 459, the front wall 457 and the rear wall 456 of
the body section 450. The block 495 may be secured with
mechanical fasteners or adhesives using techniques known in
the art.

The 1id section 455 is fastened to the body section 450 of
the pochade box 400 with the hinge 490. A painting support
board 415 is aftixed to an inside surface 456 of the lid section
455 by mechanical fasteners (screws, rivets, or nuts and bolts)
or by an adhesive that securely mounts the artist’s support
board 415 to the lid section 455. The painting support board
415 has dimensions such that it fits within the interior of the
body section 450 when the lid section 455 is closed to the
body section 450. Locking latches 480 are affixed to the lid
and aligned such that when the lid section 455 is closed, the
locking latches 480 are aligned with the body lock receivers
475 for securing the lid section 455 to the body section 450.

As described in FIGS. 2 and 3 the painting support board
415 is a board 417 for holding artist’s panels or canvases 420
that are smaller than the painting support board 415. The
painting support board 415 isolates the painting canvas or
panel 20 from its potentially distracting surroundings. The
support board 415 is colored such that the area of the support
board 415 surrounding the panel 420 mimics the frame in
which the finished painting will sit. There is a reference line
grid 435 scribed onto the painting support board 415 used to
more accurately draw and observe straight lines. There is a
continuous loop strip 445 of a hook and loop system on all
four sides of the painting support board 415.

As shown in FIGS. 1 and 4, a hand held mahl stick 25 with
hook patch 50 of the hook and loop system placed on a tip of
the mahl stick 25 that allows the artist 55 to attach the mahl
stick 25 anywhere on the support board 415 to the continuous
loop strip 445 to steady and support the hand while painting.
Thehook and loop system for the mahl stick 25 allows infinite
adjustment of the mahl stick 25 relative to the canvas or panel
420 while painting. The mahl stick 25 and the support board’s
grid 435 also assists in painting straight lines and the edges of
perpendicular and other straight edged objects within the
canvas or panel 420 while painting. The continuous loop strip
445 may be placed at any location on the painting support
board 415

As shown in FIGS. 2 and 3, fastener holes are placed at
fixed locations on the support board 415 such that the loca-
tions of the fastener holes allow attaching several different
sizes of the paint canvases and panels 420.

The painting support board 415 is a panel or board 417
constructed of cellulose based fiber wallboard, plywood, an
engineered wood product constructed of wood fibers
assembled with adhesives, fiberglass panels, high density
plastic laminated panels (i.e. high density polyethylene), or
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any other suitable rigid panel material. The board 417 is cut to
fit within the body section 450 of pochade box 400 when the
lid 455 is closed. The painting support board 415 may be any
color but preferably shiny gold or silver to mimic the color of
a potential frame for a painting or other artistic work placed
on the canvas or panel 420. There are reference grid lines 435
of any spacing increment scribed on the painting support
board 415. In various embodiments, the reference grid lines
435 have a spacing of one inch increments forming a square
line grid over the whole surface of the painting support board
415.

Drilled fastener holes for accepting receiving fasteners are
place in specified fixed locations in the surface of the painting
support board 415 such that two panel securing clips 440 are
placed at a first side (i.e. top) and two panel securing clips 440
are placed at a second side (i.e. bottom) of the painting sup-
port board 415. As described above, the locations of the
fastener holes are placed in the painting support board 415 to
ensure that a minimum amount of the painting canvas or panel
420 is contacted to secure the painting canvas or panel 420 to
the painting support board 415.

Once the fastener holes are placed in the painting support
board 415, one receiving fastener is placed in each of the
fastener holes. A panel securing clip 440 with an attached
fastener is placed in each of the receiving fasteners placed in
the fastener holes and secured to retain the painting canvas or
panel to the support board. The fastener holes are arranged for
securing a canvas or panel 420 of a first set of dimensions and
the fastener holes are arranged for securing a canvas or panel
420 of a second set of dimensions.

The panel securing clip 440 has a Z-shaped holding ele-
ment, with one leg of the Z-shaped holding element having a
hole placed for retaining the attached fastener that is inserted
in the receiving fastener. The securing leg of the Z-shaped
holding element of the panel securing clip 440 has a small
extended member perpendicular to the securing leg to apply a
minimal surface area to the painting canvas or panel 420.

The attached fastener joined to the panel securing clip 440
is, in various embodiments, a threaded fastener such as a
screws or bolt. In other embodiments, the fastener is a cam
lock fastener mating with a locking structure in the receiving
fastener in one the holes. Any type of locking or securing
fastener suitable providing sufficient pressure to the panel
securing clip 440 to hold the painting canvas or panel 420 are
in keeping with the intent of this disclosure.

The dimensions of the attached fasteners connected to the
panel securing clips 440 are such that they allow the painting
canvas or panel 420 to be mounted to the painting support
board 415 and mate with the receiving fasteners 44 to secure
the painting canvas or panel 20, as described above in FIGS.
2 and 3.

In FIG. 9, the pochade box 400 is attached to a tripod 500
for support while an artist working. The tripod 500, in various
embodiments, is a standard, commercially available tripod
used for cameras, binoculars, and the like. A tripod bracket
(not shown) is a metal plate having holes into which fasteners
such as screws secure the metal plate to the bottom surface of
the bottom panel 459 of the body section 450. An opening is
placed centrally in the metal surface for securing the pochade
box 400 to the tripod 500. Such tripod mounting brackets are
commercially available and are well known in the art.

FIG. 10 is a flowchart illustrating a method for forming a
plein air pochade box including a painting support board
embodying the principles of this disclosure. The method
begins by forming (Box 600) a body section of the pochade
box. A channel is cut (Box 605) into each of two sidewalls of
the body section. A first block is hingedly connected (Box
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610) to a first of the sidewalls and a second block is hingedly
connected (Box 610) to a second of the sidewalls. A first shelf
is attached (Box 615) to the first block and a second shelf is
attached (Box 615) to the second block. Holes are cut (Box
620) in the surface of either one or both of the panels for use
for holding painting tools such as brushes, palette knives, etc.

A lid section of the pochade box is formed (Box 625). A
painting support board is formed (Box 630) as described in
FIG. 5. The painting support board is affixed (Box 635) to the
lid section and placed on the lid section such that the painting
support board allows the lid section and the body section to
mate to secure the pochade box. The lid is then hingedly
connected (Box 640) to the body section of the pochade box.
A carrying handle and a pair of lock receivers are then
attached (Box 645) to a front wall of the body section. Lock-
ing Latches are then affixed and aligned (Box 650) to the lid
section such that the locking latches are aligned with the body
lock receivers.

While this disclosure has been particularly shown and
described with reference to the preferred embodiments
thereof, it will be understood by those skilled in the art that
various changes in form and details may be made without
departing from the spirit and scope of the disclosure.

What is claimed is:

1. A pochade box configured for retaining artist’s tools and
supplies and configured for supporting artist’s canvases or
panels to allow ease of work and transportation of the can-
vases or panels, the pochade box comprising:

a body section configured for providing storage of the

artist’s tools and supplies;

a lid section hingedly connected to the body section; and

an artist canvas or panel support system affixed to the lid

section and placed such that the artist canvas or panel
support system permits the lid section to close the
pochade box with the body section and lid section align-
ing and configured for supporting one of the artist’s
canvases or panels, the artist canvas or panel support
system comprising:

a rectangular paintings support board formed of a rigid
material having a length and a width for accommo-
dating a largest of the artist’s canvases or panels
wherein each of the artist’s canvases or panels has a
length, a width, and a thickness that differs from the
other artist’s canvases or panels;

a loop strip of a hook and loop fastener system adhered
near the periphery of the painting support board;

a plurality of fastener holes placed in the painting sup-
port board at fixed locations on the painting support
board, such that the fixed locations of the fastener
holes are for attaching one of a plurality of differently
sized canvases or panels:

a plurality of receiving fasteners wherein one receiving
fastener is placed in each of the fastener holes; and

a plurality of panel securing clips, wherein one panel
securing clip of the plurality of panel securing clips is
affixed within each receiving fastener for securing the
canvas or panel to the painting support board, each of
the panel securing clips comprising:

a Z-shaped holding element having a first leg with a
hole, a securing second leg having an extended
member perpendicular to the securing second leg to
secure the canvas or panel to the rectangular paint-
ing support board, and a connecting member join-
ing the first leg with the hole and the securing
second leg;

aplurality of attaching fasteners, each attaching fastener
configured to be placed through the hole within the
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first leg of the Z-shaped holding element and config-

ured to be connected to one of the receiving fasteners

for securing the artist’s canvas or panel to the rectan-

gular painting support board; and

a mahl stick for being temporarily attached to the paint-

ing support board with the loop strip for aiding in

detail or painting in a large area of the artist’s canvas

or panel when the paint is still wet for avoiding touch-

ing the surface accidentally, the mahl stick compris-

ing:

an elongated stick of a length and thickness and of a
substance for providing support for an artist’s arm
and brush while painting, sketching or drawing;
and

a hook strip of the hook and loop system attached at
one end of the elongated stick and covering an end
tip of the elongated stick.

2. The pochade box of claim 1 wherein the artist canvas or
panel support system further comprises a coating applied to
the painting support board of a color such that the painting
support board mimics the color of a frame on which a painting
on the canvas or panel may be mounted.

3. The pochade box of claim 1 wherein the artist canvas or
panel support system further comprises equally spaced lines
placed on the surface of the painting support board to form a
grid such that the artist is able to use the grid to approximate
straight lines during painting, sketching or drawing and to
gauge distance within a scene being painted, sketched or
drawn during the painting, sketching, or drawing.

4. The pochade box of claim 1 wherein the loop strip of the
hook and loop system are attached to the painting support
board as a continuous %% inch strip indented %2 inch from the
edge along all four sides of the painting support board.

5. The pochade box of claim 4 wherein the loop strip is
adhered to the painting support board such that the loop strip
is replaceable when the loop strip has lost its adhesion prop-
erties during use.

6. The pochade box of claim 1 wherein the mahl stick has
dimensions that are approximately 1 inch square and 18
inches long and the hook strip has dimensions of approxi-
mately 1 inch by 1 inch.

7. The pochade box of claim 1 wherein the mahl stick is
wood.

8. The pochade box of claim 1 wherein the painting support
board has dimensions of approximately 15"x18"x0.5".

9. The pochade box of claim 1 wherein the rigid material
forming the painting support board is cellulose based fiber
wallboard, plywood, an engineered wood product con-
structed of wood fibers assembled with adhesives, fiberglass
panels, high density plastic laminated panels (i.e. high density
polyethylene), or rigid panel material.

10. The pochade box of claim 1 wherein the receiving
fastener is internally threaded to accept a threaded fastener for
securing one retaining clip to the painting support board.

11. The pochade box of claim 1 wherein the receiving
fastener is externally threaded for securing the receiving fas-
tener to the painting support board.

12. The pochade box of claim 1 wherein the receiving
fastener is press fit into the painting support board for secur-
ing the receiving fastener using friction of the interface
between the receiving fastener and the painting support
board.

13. The pochade box of claim 1 wherein the attaching
fasteners are screws or bolts.

14. The pochade box of claim 1 wherein the plurality of
panel securing clips is formed of at least one group of four
panel securing clips wherein the at least one group of the four
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panel securing clips is configured to support one artist’s can-
vas or panel having one length, width, and thickness on the
artist’s canvas or panel support system and wherein the con-
necting members, the first legs with the hole, the securing
second legs, and the extended members are configured to
have a length to accommodate the length, width, and thick-
ness of one artist’s canvas or panel.

15. The pochade box of claim 1 wherein the body section
comprises a first shelf panel attached to a first block wherein
the first block is hingedly attached to a first sidewall of the
body section within a channel in the first sidewall such that it
may be folded out of the body section.

16. The pochade box of claim 15 wherein the body section
comprises a second shelf panel attached to a second block
wherein the second block is hingedly attached to a second
sidewall of the body section within a channel in the second
sidewall such that it may be folded out of the body section.

17. The pochade box of claim 16 wherein the first and
second shelf panels have holes formed in their surface con-
figured for holding painting tools.

18. The pochade box of claim 16 wherein the first and
second shelf panels when folded into the body section rest on
a block fastened to the body section.

19. A method for forming a pochade box configured for
retaining artist’s tools and supplies and configured for sup-
porting artist’s canvases or panels to allow ease of work and
transportation of the canvases or panels, the method for form-
ing the pochade box comprising:

forming a body section of the pochade box;

forming a lid section of the pochade box;

forming an artist canvas or panel support system wherein

the forming the artist canvas or panel support system

comprises the steps of}

forming a rectangular painting support board of a rigid
material having a length and a width for accommo-
dating artist’s canvases or panels wherein each of the
artist’s canvases or panels has a length, a width, and a
thickness that differs from the other artist’s canvases
or panels,

placing a plurality of equally spaced lines on a surface of
the painting support board to form a grid such that the
artist is able to use the grid to approximate straight
lines during painting, sketching or drawing and to
gauge distance within a scene being painted, sketched
or drawn during the painting sketching or drawing,
and

adhering a loop strip of a hook and loop fastener system
near the periphery of the painting support board;

forming a mahl stick to be temporarily attached to the

painting support board with the loop strip for aiding in

detail or painting in a large area of the artist’s panel when

the paint is still wet for avoiding touching the surface

accidentally, comprising the steps of:

forming an elongated stick of a length and thickness and
of a substance to provide support for an artist’s arm
and brush while painting, sketching or drawing,

adhering a hook strip of a hook and loop system at one
end of the mahl stick, and

covering an end tip of the mahl stick with the hook strip;

placing and affixing the painting support board to the lid
section; and

hingedly connecting the lid to the body section.

20. The method for forming a pochade box of claim 19
wherein the step of forming the artist canvas or panel support
system comprises the steps of:

making a plurality of fastener holes placed in the painting

support board at fixed locations on the painting support
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board, such that the fixed locations of the fastener holes
are arranged for attaching a plurality of paint canvases or
panels with differing lengths, widths, and thicknesses:

placing a plurality of receiving fasteners in each of the
fastener holes; and

forming a plurality of panel securing clips, each panel

securing clip formed by the steps of:
forming a Z-shaped holding element by the steps of:
forming a first leg, a second leg, and a connecting
member joining the first leg and the second leg,
forming a hole within a first leg of the Z-shaped hold-
ing element, and
forming a extended member perpendicular to the sec-
ond leg to secure the canvas or panel to the rectan-
gular painting support board, and a connecting
member joining the first leg with the hole and the
second leg, and
providing an attaching fastener; and
placing the attaching fastener through the hole within
the first leg of the Z-shaped holding element.

21. The method for forming a pochade box of claim 19
wherein the step of forming the artist canvas or panel support
system further comprises the step of applying a coating to the
painting support board with a color that mimics the color of a
frame into which the artist’s canvasses or panels may be
mounted.

22. The method for forming a pochade box of claim 19
wherein the step of adhering the loop strip of the hook and
loop system to the painting support board comprises placing
a continuous Y2 inch strip of the loop strip proximal to the
edge along all four sides of the painting support board.

23. The method for forming a pochade box of claim 19
wherein the loop strip is adhered to the painting support board
such that is replaceable when the loop strip has lost its adhe-
sion properties during use.

24. The method for forming a pochade box of claim 19
wherein the mahl stick has dimensions that are approximately
1 inch square and 18 inches long and the hook strip has
dimensions of approximately 1 inch by 1 inch.

25. The method for forming a pochade box of claim 24
wherein the mahl stick is wood.

26. The method for forming a pochade box of claim 19
wherein the painting support board has dimensions of
approximately 15"x18"x0.5".

27. The method for forming a pochade box of claim 19
wherein the rigid material forming the painting support board
is cellulose based fiber wallboard, plywood, an engineered
wood product constructed of wood fibers assembled with
adhesives, fiberglass panels, high density plastic laminated
panels (i.e. high density polyethylene), or any rigid panel
material.

28. The method for forming a pochade box of claim 20
wherein the step of forming the artist canvas or panel support
system further comprises the step of forming the receiving
fastener by the step of internally threading the receiving fas-
tener to accept a threaded attaching fastener for securing
retaining clip to the painting support board.

29. The method for forming a pochade box of claim 20
wherein the step forming the receiving fastener further com-
prises the step of externally threading the receiving fastener
for securing the receiving fastener to the painting support
board.

30. The method for forming a pochade box of claim 20
wherein the step of forming the receiving fastener further
comprises the step of forming the receiving fastener to be
press fit into the painting support board for securing the
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receiving fastener using friction of the interface between the
receiving fastener and the painting support board.

31. The method for forming a pochade box of claim 20
wherein the attaching fasteners are screws or bolts.

32. The method for forming a pochade box of claim 20
wherein the plurality of panel securing clips includes at least
one group of four panel securing clips for each artist’s canvas
or panel to be supported by the artist’s canvas or panel support
system and the step of forming the plurality of panel securing
clips further comprises the step of:

configuring the at least one group of'the four panel securing

clips to support one artist’s canvas or panel with one

length, width, and thickness on the artist’s canvas or

panel support system comprising the step of:

configuring the connecting members, the first legs with
the hole, the second legs, and the extended members
to have a length to accommodate the length, width,
and thickness of one artist’s canvas or panel.

33. The method for forming a pochade box of claim 20
further comprising:

cutting a channel into each of two sidewalls of the body

section;

hingedly connecting a first block to a first of the sidewalls

hingedly connecting a second block to a second of the
sidewalls;

attaching first shelf panel to the first block;

attaching a second shelf panel to the second block; and

cutting a plurality of holes in the surface of at least one of

the first and second shelf panels for use for holding
painting tools.
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